CABLE TIES AND FIXINGS

KOMPRESS
-

Nylon Cable Ties

PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT100-2.5 100 4" 25 0.098 22 0.87 8 18
KCT160- 2.5 165 61/2" 25 0.098 43 1.69 8 18
KCT200- 2.5 203 8" 2:5 0.098 53 2.09 8 18
PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT140 - 3.6 142 51/2" 3.6 0.142 33 1.3 18 40
KCT200 - 3.6 203 8" 3.6 0.142 52 2.05 18 40
KCT300 - 3.6 300 111/2" 3.6 0.142 76 2.99 18 40
PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT160 - 4.8 160 6 1/4" 4.6 0.181 38 1.5 22 50
KCT200 - 4.8 203 8" 4.6 0.181 50 1.97 22 50
KCT250 - 4.8 250 10" 4.6 0.181 65 2.56 22 50
KCT300 -4.8 300 11 1/2" 4.6 0.181 80 3.15 22 50
KCT370 -4.8 368 14 1/2" 4.6 0.181 102 4.02 22 50
KCT430 - 4.8 432 17 4.6 0.181 120 4.72 22 50
TIEWIDTH 7.6mm & 7.8mm

PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT300 - 7.6 300 117/8" 7.6 0.299 80 3.15 55 120
KCT370 -7.6 370 14 1/2" 7.6 0.299 102 4.02 55 120
KCT450 - 7.6 450 17 3/4" 7.6 0.299 128 5.04 55 120
KCT540 -7.8 550 21 11/16" 160 6.3 55 120
KCT750 -7.8 750 29 1/2" 223 8.78 55 120
PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT710I- 9.0 710 28" 9 0.354 207 8.15 80 175
KCT 800-9.0 800 317 11/20 9 0.354 228 8.98 80 175
KCT920I- 9.0 920 36 1/4" 9 0.354 274 10.79 80 175
PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS
KCT580- 13 580 22 3/4" 12 0.5 152 5.98 114 250
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CABLE TIES AND FIXINGS =
SPECIAL DESIGN - MOUNTING

PART LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. TENSILE STRENGTH
NO. MM INCHES MM INCHES MM INCHES KGS LBS

\ KCTMH200 - 4.8 200 8" 4.8 0.181 32 1.26 18 40
\ KCTMH300 - 7.6 313 12 5/16" 7.6 0.299 76 2.99 55 120

SELF ADHESIVE MOUNTS

PART NO. BASE WIDTH BASE LENGTH HEIGHT MAX. TIE WIDTH
mm (inches) mm (inches) mm (inches) mm (inches)

KCTMSA-20X2 20 (.79) 20 (.79) 5(2) 5(.2)

KCTMSA-28X2 25 (.98) 25 (.98) 7(.28) 5(.2)

4-Way nylon mounts for rapid fixing to smooth, dry, clean surfaces.

Colours: Natural and Black (add suffix BL)

SCREW FIXING MOUNTS

B PART NO. WIDTH LENGTH HEIGHT MAX. TIE WIDTH SCREW SIZE

mm (inches) mm (inches) mm (inches) mm (inches) metric (US)
KCTSM2 9.5(.37) 14.9 (.59) 6.9(.27) 4.8(.19) M4 (#8)
‘ ’ KCTSM3BLM5 15.5 (.61) 23.5(.93) 9.2 (.36) 7.6 (.3) M5 (#10)

MASONARY MOUNTS

PART NO. RECOMM. HOLE DIA. MOUNT LENGTH MAX. TIE WIDTH
mm (inches) mm (inches) mm (inches)

KCTMM1 7(.28) 38.5(1.51) 9(.35)

KCTMM2 6(.24) 37.4 (1.47) 9(.35)

For fixing cables to walls without using screws or plugs. Colours and Material: Black Nylon

STAINLESS STEEL CABLE TIES

Available in 316 grade stainless steel, with or without a protective nylon coating. Kompress steel ties use

ball-bearing locking mechanism for speed and ease of use.

316 GRADE STAINLESS STEEL CABLE TIES

PART NO. LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. LOOP TENSILE STRENGTH
mm (inches) mm (inches) mm (inches) kg (Ibs)
KCT150-4.6S316 150 (5.91) 4.6 (0.18) 40 (1.57) 45 (100)
KCT200-4.6S316 200 (7.87) 4.6 (0.18) 50 (1.97) 45 (100)
KCT300-4.6S316 300.(11.81) 4.6(0.18) 80 (3.15) 45 (100)
KCT350-4.6S316 350 (13.77) 4.6 (0.18) 102 (4.02) 45 (100)
KCT500-4.6S316 500 (19.68) 4.6 (0.18) 152 (5.98) 45 (100)
KCT700-4.6S316 700 (27.55) 4.6(0.18) 203 (8) 45 (100)
KCT350-7.9S316 350 (13.77) 7.9 (.31) 102 (4.02) 113 (250)
KCT500-7.95316 500 (19.68) 7.9 (.31) 152 (5.98) 113 (250)

316 GRADE STAINLESS STEEL CABLE TIES WITH NYLON 11 COATING

PART NO. LENGTH WIDTH MAX. BUNDLE DIAMETER MIN. LOOP TENSILE STRENGTH
/ mm (inches) mm (inches) mm (inches) kg (Ibs)

KCT200-4.6CS316 200 (7.87) 4.6 (0.18) 50 (1.97) 45 (100)
KCT350-4.6CS316 350 (13.77) 4.6 (0.18) 102 (4.02) 45 (100)
KCT500-4.6CS316 500 (19.68) 4.6(0.18) 102 (4.02) 45 (100)

PERFORATED STEEL BAND

Kompress Perforated Band is made from galvanised steel and is produced with or without PVC coating.

GALVANISED STEEL

PART NO. WIDTH STEEL THICKNESS LENGTH HOLE DIAMETER
mm (inches) mm (inches) m (feet) mm (inches)

KPSBGS12 12 (.47) 0.75 (0.03) 10 (33) 5(2)

KPSBGS17 17 (.67) 0.75 (0.03) 10 (33) 7 (.28)

COATED GALVANISED STEEL

PART NO. WIDTH STEEL THICKNESS LENGTH HOLE DIAMETER
mm (inches) mm (inches) m (feet) mm (inches)

KPSBCGS12 12 (.47) 0.75 (0.03) 10 (33) 5(2)

KPSBCGS17 17 (.67) 0.75 (0.03) 10 (33) 7(.28)

Email : sales@kompress.com
Telephone : 0115 958 1029



